Battery box premium Iv bmu Switzerland

-
-

P

e
= SOLAR
oSS PRO.

Battery-Box Premium LV BMU (Battery Management Unit )-IP55 Sections be performed by qualified
persons. 6 2. 2.1. The The The The Battery-Box Premium The BYD 2.2. The 2.2.1. If the battery modules leak
electrolytes, contact with the leaking liquid or gas should be avoided. Inhalation: Eye contact: Skin contact:
Ingestion: 2.2.2.

Thanks to its control and communication port (BMU), the Battery-Box Premium LVL scales to meet the
project requirements, no matter how large they may be. Start with Battery-Box Premium LVL15.4 (15.4 kWh)
and extend anytime to 983 kWh using parallel interconnection of ...

The communication with the inverter is established through the Battery-Box Premium LV BMU (Battery
Management Unit). BYD BATTERY-BOX LV 5.0 Usable Energy : 5.0kWh Max Output Current : 70A
Nominal Voltage : 51.2V Operating Voltage : 40 - 57.6 V Length (mm) - 255 Width (mm) - 595 Height (mm)
- 195 Typical Weight (kg) - 42 Download Datasheet

This document is valid for the Battery-Box Premium LV BMU (Battery Management Unit) ("BMU") from
firmware version 1.0. INTENDED USE BMU is applicable for the BYD Battery-Box Premium LV system(s)
(LVS3.8,LVS7.7,LVS115,LVS154,LVS19.2, LVS 23.0 and LVL 15.4) ("Battery-Box"), and works as
acontrol unit for the

Produkteigenschaften BYD Battery-Box Premium LVL 15.4. Batteriekapazit&#228;t: 15,36 kWh;
Nennspannung: 51,2 V; Max. Ausgangsstrom: 250 A; Peak Ausgangsstrom: 375 A f&#252;r 5 Sekunden;
Gewicht: 164 kg; Schutzklasse: IP 20; Abmessungen: 660 &#215; 650 &#215; 575 mm (H/WIT)
Lieferumfang. 1 x BY D Battery-Box Premium LVL BMU; 1 x BY D Battery-Box Premium LVL ...

BYD Battery-Box Premium LV S - BMU. Battery Management Unit (BMU) pour batteriesBYD LVL et LVS.
R&#233;f. 109.350.070. ... Remplace |"article. 109.350.072: BYD Battery-Box Premium LV - BMU.
Connectez-vous afin de consulter les disponibilit&#233;s et les informations relatives aux prix.
Caract&#233;ristiques techniques. Cat& #233;gorie: Batteries Classe de ...

BMU is applicable for the BYD Battery-Box Premium LV system(s) (LVS 3.8, LVS 7.7, LVS 11.5, LVS
154, LVS 19.2, LVS 23.0 and LVL 15.4) (&quot;Battery-Box& quot;), and works as a control unit for the
system(s).

BYD Battery-Box Premium LVS - BMU. Battery Management Unit (BMU) f&#252;r BYD LVL und LVS

Batterien. Artikel-Nr. 109.350.070. ... Ersetzt den Artikel. 109.350.072: BYD Battery-Box Premium LV -
BMU. Melden Sie sich an, um ...
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IN del Battery-Box e mentre il Battery-Box &#232; acceso. La tensione dovrebbe essere di circa50 V. Se
S&#236;: prova un altro BMU (se disponibile). In caso negativo: controllare un atro cavo o provare un atro
LVS se nél sistema sono installate pi&#249; batterie. 12 Solo LED difettoso? In alcuni rari casi, il LED della
BMU &#232; difettoso.

The battery system is for residential and works with a photovoltaic system. It is a 48V Li-ion battery storage
system, with the control module on itself. It could be operated in on-grid mode with compatible inverters. The
system should be operated together with Battery-Box Premium LV BMU. The overall system

Battery-Box Premium LV BMU Instruction Manua V 1.1 VALIDITY This document is valid for the
Battery-Box Premium LV BMU Battery Management Unit BMU from firmware version 1.0. INTENDED
USE BMU isapplicable for the BYD ...

BYD Battery-Box Premium LV BMU - IP55 Der flexible 48-Volt Premium Speicher. vergleichen.
Artikelnummer: 05-000317. Herstellerartikel nummer: 12939786-00. Verf& #252;gbarkeit:
Verf&#252;gbarkeit  nach  Anmeldung. Preig/St&#252;ck  (netto): Preis nach  Anmeldung.
Produktinformationen. ...

BYD Battery Box Premium LVL 15.4 Characteristics; Battery Module: 2 modules: Usable Energy 1:
15.36kWh: Max Continuous Output Current 2: 250 A: Peak Output Current 2: 375 A, 5 sec. Nominal Voltage:
51.2 V: Operating Voltage Range: 40 to 59 V: Operating Temperature 4-10 &#176;C to +50 &#176;C:
Battery Cell Technology:

inverter. A single Battery-Box Premium LV S contains between 1 to 6 battery modules LV S stacked in parallel
and can reach 4 to 24.0 kWh usable capacity in one tower: o Battery-Box LVS 4.0 (4 kWh) o Battery-Box
LVS 8.0 (8 kwh) o Battery-Box LVS 12.0 (12 kWh) o Battery-Box LVS 16.0 (16 kWh) o Battery-Box LVS
20.0 (20 kWh - single tower only)

BYD B-Box Premium LV Battery Management Unit - Unit&#224; di controllo (BMU) batterie LVL/LVS Il
Battery Management &#232; adatto per i sistemi BYD Battery-Box Premium LV (LVS 3.8, LVS 7.7, LVS
115, LVS 154, LVS 19.2, LVS 154 e LVL 23.0) e serve come unit&#224; di controllo per i sistemi. La
BMU &#232; dotata di serie di un"interfaccia WLAN. Strumenti speciali sviluppati daBY D possono ...

INTENDED USE BMU is applicable for the BYD Battery-Box Premium LV system(s) (LVS 4.0, LVS 8.0,
LVS12.0,LVS16.0, LVS20.0, LVS20.0 and LVL 15.4) ("Battery-Box"), and works as a control unit for the
system(s).
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