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?????????????????luna2000-200kwh????,???????????????????????????,????????,?????20??????????? ...

Gwarancja na Huawei Luna2000 wynosi 10 lat lub do osi?gni?cia 13,17 MWh wydajno?ci energetycznej dla

jednego modu?u bateryjnego. Oznacza to codzienne ?adowanie i roz?adowywanie energii w wysoko?ci 3,6

kWh przez ...

LUNA2000-2.0MWH-1H0/2H0 ????????? ?????? ??????? 1,200 V ??????? 1,500 V ?????????? 2,064 kWh

????????(0.5C) 344 kW * 3 ????????(1C) 344 kW * 6 ?????(? x ?x ?) 6,058 x 2,896 x 2,438 mm ???? ...

Model LUNA2000-2.0MWH-1H0 LUNA2000-2.0MWH-1H1 LUNA2000-2.0MWH-2H1 DC Rated Voltage

1,200 V 1,250 V 1,250 V DC Max. Voltage 1,500 V 1,500 V 1,500 V Nominal Energy Capacity 2,064 kWh

2,032 kWh 2,032 kWh Charge &  Discharge Rate <= 1 C <= 1 C <= 0.5 C Rated Power 2,064 kW 2,032 kW

1,016 kW Container Configuration (W x H x D)

La bater&#237;a Luna2000-200kWh-2H1 forma parte de la serie Smart String ESS de Huawei,

espec&#237;ficamente dise&#241;ada para aplicaciones comerciales e industriales. &#201;stas son sus

principales caracter&#237;sticas: ...

Zastosowanie i funkcje magazyn&#243;w energii LUNA2000. Magazyny energii LUNA2000 to komercyjne

systemy magazynowania energii, kt&#243;re spe?niaj? wymagania r&#243;?nych scenariuszy C& I.

Maksymalna pojemno?? akumulator&#243;w w pojedynczym uk?adzie magazynowania energii wynosi 193,5

kWh, a minimalna konfiguracja to 97kWh.Uk?ady te ...

Model LUNA2000-2.0MWH-4H1 LUNA2000-2.0MWH-2H1 LUNA2000-2.0MWH-1H1 DC Rated Voltage

1,250 V DC Max. Voltage 1,500 V Nominal Energy Capacity 2,032 kWh Charge &  Discharge Rate <= 0.25

C <= 0.5 C <= 1 C Rated Power 169.5 kW * 3 338.7 kW * 3 338.7 kW * 6 Container Configuration (W x H x

D) 6,058 x 2,896 x 2,438 mm

????????luna2000-2.0mwh-1h0, 2h0 ?????????????????? ???? ???? ???? ????????? LUNA2000C ???? ?????
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DIGITAL POWER TECHNOLOGIES CO., LTD.; Page 2 Notice The purchased products, services and

features are stipulated by the contract made between Huawei Digital Power Technologies Co., Ltd. and the

customer. All or part of the products, services and features ...

With a capacity of 2.0 MWh, the Huawei LUNA2000-2.0MWH-2H0 battery storage system sets new

standards with a charging and discharging capacity of up to 2 MW. ... Huawei Online Event for Utility Scale
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STE and ESS - Part 2 Huawei FusionSolar LUNA2000-2.0MWH-1H0 / 2H0 More energy, optimal

investment, simple O& M and safe and reliable promise 20% ...

With a capacity of 2.0 MWh, the Huawei LUNA2000-2.0MWH-2H0 battery storage system sets new

standards with a charging and discharging capacity of up to 2 MW. ... HYTECH | Huawei Online Event for

Utility Scale STE and ESS - Part 2 Huawei FusionSolar LUNA2000-2.0MWH-1H0 / 2H0 More energy,

optimal investment, simple O& M and safe and reliable ...

luna2000??????????????????????????????bmu(?????????)???????????????????????????????????????????????

???????????????????????? ...

LUNA2000-2.0MWH-1H0/1H1/2H1 Smart String ESS Battery Container Model LUNA2000-2.0MWH-1H0

LUNA2000-2.0MWH-1H1 LUNA2000-2.0MWH-2H1 DC Rated Voltage 1,200 V 1,250 V 1,250 V DC Max.

Voltage 1,500 V 1,500 V 1,500 V Nominal Energy Capacity 2,064 kWh 2,032 kWh 2,032 kWh Supported

Charge &  Discharge Rate <= 1 C <= 1 C <= 0.5 C

The Huawei LUNA2000-2.0MWH-2H1 battery storage system sets new standards with a fixed capacity of 2.0

MWh and enables full charging and discharging of up to 2 MW in two hours. Thanks to the modular selection

quantity of the Smart PCS LUNA2000-200KTL-H1, the charging and discharging capacity can be customised

to your needs to achieve up to 1 MW ...

LUNA2000-2.OMWH-1 HI /2H1 IEC 62477-1 IEC 62040-1 SOLAR.HUAWEI  HUAWEI UN 38.3 etc. 058

1, 250 v 1, 500 v 2, 032 kWh x 2, 896 x 2, 438 &lt; 30 t 13t 6, -300 -400 4, 000 550 c 600 c 100% (FM-200)

UL UN Ethernet / SFP Modbus TCP IP55 RoHS6 IEC 61000-6-2. EN 55011 s . Created Date:

Luna 2000 200kWh The LUNA2000-200kWh is a versatile and modular energy storage system which is part

of the Smart String ESS series from Huawei. This system is suitable for industrial and commercial

applications and provides 200kWh backup power. Fully compatible with a photovoltaic system and Huawei''s

cloud management system, it provides a complete ...
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